Metric Font Table

Drawing Type Type Font |Height] Width |Line Spacing|”*Slant |Sample
Metric 24x36 Pages (1:1) [Monospaced Text engineering 0.003 0.0034 0.002 0°lSamp | &
(i.e. Title, Estimate, Standard Text dotitalics 0.003 0.0034 0.002 16.88°|Sagmple
Drainage and Notes) Title Text dotitalics 0.0046 0.0052 0.0031 16.88°|Sample

Title Text (Underlined) |dotitalics 0.0046 0.0052 0.0031 16.88° Samgzle
Sub-Title Text dotitalics 0.0036 0.004 0.0024 16.88° Samp/e
Existing Text dot_eng 0.0026 0.0026 0.0018 0°lSample
Alignment Text, etc. |verdana 0.003 0.0036 0.002 0°l[Sample
Metric Typicals (1:50) Monospaced Text engineering 0.15 0.17 0.1 0°lSamp | §
Standard Text dotitalics 0.15 0.17 0.1 16.88°|Sample
Title Text dotitalics 0.23 0.26 0.155 16.88°|Sample
Title Text (Underlined) |dotitalics 0.23 0.26 0.155| 16.88°|Sample
Sub-Title Text dotitalics 0.18 0.2 0.12 16.88°|Sample
Existing Text dot_eng 0.13 0.13 0.09 0°l[Sample
Alignment Text, etc. |verdana 0.15 0.18 0.1 0°l[Sample
Metric Plan (1:250) Monospaced Text engineering 0.75 0.85 0.5 0°lSamp | €
(i.e. Plans, Geometrics, Standard Text dotitalics 0.75 0.85 0.5 16.88°|Sample
and Profiles) Title Text dotitalics 1.15 1.3 0.775 16.88°|Sample
Title Text (Underlined) |dotitalics 1.15 1.3 0.775 16.88°|Sample
Sub-Title Text dotitalics 0.9 1 0.6 16.88°|Sample
Existing Text dot_eng 0.65 0.65 0.45 0°lSample
Alignment Text, etc. |werdana 0.75 0.9 0.5 Qe Sample
Metric Plan (1:500) Monospaced Text engineering 1.5 1.7 1 0°Samp | g
(i.e. Plans, Geometrics, Standard Text dotitalics 1.5 1.7 1 16.88°|Sample
and Profiles) Title Text dotitalics 2.3 26 1.55 16.88°|Sample
Title Text (Underlined) |dotitalics 2.3 26 1.55| 16.88°|Sample
Sub-Title Text dotitalics 1.8 2 1.2 16.88°|Sample
Existing Text dot_eng 1.3 1.3 0.9 0°ISample
Alignment Text, etc. |verdana 1.5 1.8 1 0°lSample
Metric Sections 1:50 Monospaced Text engineering 0.15 0.17 0.1 0°Samp | €
Standard Text dotitalics 0.15 0.17 0.1 16.88°|Sample
Title Text dotitalics 0.23 0.26 0.155 16.88°|Sample
Title Text (Underlined) |dotitalics 0.23 0.26 0.155 16.88°|Sample
Sub-Title Text dotitalics 0.18 0.2 0.12 16.88°|Sample
Existing Text dot_eng 0.13 0.13 0.09 0°ISample
Alignment Text, etc. |werdana 0.15 0.18 0.1 Qe Sample
Metric Sections 1:75 Monospaced Text engineering 0.225 0.255 0.15 o°lSamp | €
Standard Text dotitalics 0.225 0.255 0.15 16.88°|Sample
Title Text dotitalics 0.345 0.39 0.2325 16.88° Samp/e
Title Text (Underlined) |dotitalics 0.345 0.39 0.2325| 16.88°|Sample
Sub-Title Text dotitalics 0.27 0.3 0.18 16.88°|Sample
Existing Text dot_eng 0.195 0.195 0.135 0°lSample
Alignment Text, etc. |werdana 0.225 0.27 0.15 Qe Sample
Metric Sections 1:100 Monospaced Text engineering 0.3 0.34 0.2 0°Samp | ¢
Standard Text dotitalics 0.3 0.34 0.2 16.88°|Sample
Title Text dotitalics 0.46 0.52 0.31 16.88°|Sample
Title Text (Underlined) |dotitalics 0.46 0.52 0.31 16.88°|Sample
Sub-Title Text dotitalics 0.36 0.4 0.24 16.88°|Sample
Existing Text dot_eng 0.26 0.26 0.18 0°lSample
Alignment Text, etc. |verdana 0.3 0.36 0.2 0°lSample

* The Custom font "dotitalics" has a slant built into the font, therefore a "0" slant is applied.
The slant is only displayed here for those trying to reproduce our custom font.




